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PR-WGB1.2 - REAR FILM 

 
 
 
 
  

Compatible to all projectors with outstanding diffusion in high brightness 
performance. Suitable for Short Throw or Ultra Short Throw and edge blending 
solution. 
Gain 1.2 (White) 
Transmittance (%) 76 ± 5% 
Haze (%) 88 ± 5% 
Available size 150cm x 10m; 150cm x 20cm; 150cm x Customize 

PR-FG3.2 - REAR FILM 

 
 
 
 

  

Well balance brightness performance with high gain without compromising visual 
effect. Outstanding window display, exhibition, training or touch solution.   

 
 
 

Gain 3.2 (Light Grey) 
Transmittance (%) 80 ± 5% 
Haze (%) 89 ± 5% 
Available size 150cm x 10m; 150cm x Customize 

PR-SHC2.5 - REAR FILM 

 
 
 
 

  

High contrast performance under ambient light brings out astonish vivid color and 
sharpness display. Suitable for home cinema and 3D application. 

 
 
 
 
 
 

Gain 2.5 (Dark Grey) 
Transmittance (%) 52 ± 5% 
Haze (%) 88 ± 5% 
Available size 150cm x 10m; 150cm x Customize 

PR-TP1.3 - REAR FILM 

 
 
 
 

 

Transparent performance with clear and colorful floating image. 
 
 
 
 
 
 
 

Gain 1.3 (Transparent) 
Transmittance (%) 88 ± 5% 
Haze (%) 31 ± 5% 
Available size 150cm x 10m; 150cm x Customize 

 


